Specs
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DIMENSIONS

INCLUDED ACCESSORIES

OPTIONAL ACCESSORY

VIA Collage

1 HDMI, 4 USB 3.0, 1 USE 2.0,
1 LAN on a R]-45 connector (1
IAMTE.0 on an RJ-45
connector, for future use), 1
unbalanced stereo audio
(line or mic).

1 HDMI, 1 DisplayPort.

1 R5-232 on a 9-pin D-sub
connector for projector
control (for future use).

Analog line out, embedded
HDMI.

2.9GHz quad core, low power
consumption.

AGE, high speed.

64GB, solid-state drive.

Dual gigabit LAN port,
10/100/1000/auto, one with
IAMT 8.0.

Integrated high definition
audio 5.1 channel.

120W power adapter (19V,
BA).

100V~220V AC, 50/60Hz,
auto sensing.

2.3kg (5.11bs).

29.7cm x 5.6cm x 21.1cm
(11.7" x 2.2" x 8.3") W,
D, H.

Power cord, DP to HDMI
Kramer adapter.

2U rack adapter.

VIA Campus

2 USBE 3.0, 2 USB 2.0, 1 LAN
on a RJ-45 connector, 1
unbalanced stereo audio
(line or mic), 1 eSATA.

1T HDMI, 1 DVI-1.

Analog line out, embedded
HDMI.

2.9GHz quad core, low power
consumption.

4GB, high speed.

60GB, solid-state drive.

Gigabit LAN port,
10/100/1000/auto.

Integrated high definition
audio 5.1 channel.

90W power adapter (19V,
4. 744).

100V~220W AC, 50/60Hz,
auto sensing.

1.28kg (2.8Ibs).

21.2cm x 19.6cm X 5.6cm
(8.4"x 7.7" x 2.2") W, D,
H.

Power cord, DVI (M) to
WGA (F) Kramer adapter.

2U rack adapter.

VIA Connect PRO

4 USB 3.0, 1 LAN on an RJ-45
connector.

1 HDMI, 1 mini DisplayPort.

1 S/PDIF.

4th generation Intel@ Dual
core 1.4GHz.

AGE, high speed.

32GB, solid-state drive.

Gigabit LAN.

Analog or embedded HDMI,
S/PDIF Realtek ALC26S.

65W power adapter (19V,
3.44).

100V-~220V AC, 50/60Hz,
auto sensing.

0.475kg (1.0lbs).

11.8cm x 11.5cm X 4.0cm
(4.6" x 4.5" x 1.6") W, D,
H.

Power cord, Kramer mini
DP to VGA adapter, VESA
mounting bracket.

VIA GO

4 USB 3.0, 1 LAN on an RJ-45
connector.

1 HDMI, 1 mini DisplayPort.

3.5mm mini jack for
HP/speakers.

Intel® Braswell CPU, Dual
Core 1.04GHz.

2GB, high—-speed.

32GB, eMMC drive.

Gigabit LAN.

Analog or embedded HDMI.

A5W power adapter
(19V/2.37A).

100W~220V AC, 50/60Hz,
auto sensing.

0.4kg (0.88lbs).

11.4cm x 10.70cm x
3.00cm (4.5" x 4.21" x
1.18" )W, D, H

Power cord, Kramer
mini—DP to VGA adapter,
VESA mounting bracket.



